
224 JORDAN RIVER BASIN

10164500 AMERICAN FORK ABOVE UPPER POWERPLANT, NEAR AMERICAN FORK, UT

LOCATION.--Lat 40o26'52", long 111o40'53", in SE1/4NW1/4NE1/4 sec. 26, T. 4 S., R. 2 E., Utah County, Hydrologic Unit 16020201, on left bank 600 ft
downstream from Rock Creek, 1,000 ft upstream from intake for upper power-plant of Utah Power & Light Co., 4.0 mi upstream from mouth of canyon, and
6.7 mi northeast of American Fork.

DRAINAGE AREA.--51.1 mi2.

PERIOD OF RECORD.--January 1927 to current year. Monthly discharge only January 1927 to September 1945, published in WSP 1314.

REVISED RECORDS.--WSP 1634 Drainage area. WRD-UT-96-1: 1995.

GAGE.--Water-stage recorder. Elevation of gage is 5,950 ft above sea level, from topographic map. Prior to Sept. 8, 1965, at same site at different datum. Sept.
8, 1965 to Nov. 20, 1967, at site 300 ft upstream.

REMARKS.--Records fair except for estimated daily discharges,  Feb. 3, 20, and 28, which are poor. Flow regulated by Silver Lake Flat Reservoir (constructed
1971) and Tibble Reservoir; total capacity, 1,260 acre-ft.

COOPERATION.--Records collected by Utah Power & Light Co., under general supervision of Geological Survey, in connection with a Federal Energy
Regulatory Commission project.

AVERAGE DISCHARGE.-70 years, 56.6 ft3/s, 41,010 acre-ft/yr.

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge not determined, occurred July 30, 1953, gage height, 9.20 ft, from floodmark; minimum, 1.1 ft3/s
Dec. 20, 1976 (result of freezeup).

DISCHARGE, CUBIC FEET PER SECOND, WATER YEAR OCTOBER 1996 TO SEPTEMBER 1997
DAILY MEAN VALUES

DAY OCT NOV DEC JAN FEB MAR APR MAY JUN JUL AUG SEP

1 24 25 21 21 23 16 47 140 401 143 67 e49
2 24 25 21 23 22 17 44 131 351 139 65 e49
3 23 25 20 31 22 16 42 121 309 131 65 e42
4 23 25 20 25 22 16 44 127 326 124 67 e46
5 23 28 20 22 22 16 44 142 306 122 66 e43

6 23 24 20 20 22 16 40 167 314 112 71 e39
7 23 23 20 19 22 16 40 192 306 105 86 e39
8 23 23 20 19 22 16 40 222 290 102 84 e40
9 23 23 20 19 22 16 40 240 291 100 84 e40
10 23 23 30 19 22 16 38 274 291 101 84 e37

11 23 23 29 19 20 18 38 294 304 100 82 e36
12 22 23 25 19 18 19 37 315 284 96 84 e36
13 22 23 25 e21 17 21 36 363 261 88 82 e34
14 23 23 25 e21 17 21 37 416 236 85 80 e34
15 24 23 20 e21 17 20 37 447 222 84 78 e32

16 24 23 20 22 17 20 41 458 219 87 76 e33
17 24 23 e18 22 17 22 54 507 233 88 74 32
18 24 26 e18 22 17 23 67 525 255 84 74 35
19 25 26 21 22 17 26 85 440 278 81 72 40
20 25 26 21 22 17 31 101 504 282 82 70 37

21 25 26 21 22 17 36 121 473 252 79 63 35
22 24 38 21 22 17 40 112 365 227 76 63 35
23 24 33 21 23 17 43 115 352 224 75 61 35
24 25 27 21 23 16 48 103 366 206 73 54 34
25 26 26 21 23 16 43 96 335 188 72 45 34

26 26 26 21 23 17 43 97 278 182 67 40 36
27 25 23 21 23 18 46 112 263 182 64 39 34
28 25 21 21 23 17 46 138 238 140 67 39 33
29 25 21 21 23 --- 46 157 249 165 69 38 34
30 25 21 21 23 --- 44 142 272 156 71 38 33
31 25 --- 21 23 --- 47 --- 346 --- 69 50 ---

TOTAL 743 745 665 680 530 864 2145 9562 7681 2836 2041 1116
MEAN 24.0 24.8 21.5 21.9 18.9 27.9 71.5 308 256 91.5 65.8 37.2
MAX 26 38 30 31 23 48 157 525 401 143 86 49
MIN 22 21 18 19 16 16 36 121 140 64 38 32
AC-FT 1470 1480 1320 1350 1050 1710 4250 18970 15240 5630 4050 2210

CAL YR 1996 TOTAL 23349 MEAN 63.8 MAX 309 MIN 18 AC-FT 46310
WTR YR 1997 TOTAL 29608 MEAN 81.1 MAX 525 MIN 16 AC-FT 58730

e Estimated


